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...simple but perfect 

Operation – clear and easy 

• Text based operation with two buttons and a 4-line 
display or graphic based operation through touch TFT 

• Automatic start and level control 
• Stop-function for individual filling of coin bin(s) 
• Permanent access possibility to electronic journal 
• An easily moveable trolley for coin bin(s) guarantees easy 

coin handling 
• Automatic accounting possibility when pulling out coin-

bin, or when opening door 
• Counting Speed up to 900 coins/minute 
• Individual calculation of expenses 

 

Special functions, options 

• Separated chamber for coin bin(s) 
• 1 / 2 / 4 / 6 – coin bin solution 
• Possibility of online processing 
• Programmable access control 
• Blockade Checker: Speed-dependent returning of foreign 

objects, bent coins, etc. 
• Compressor based sensor cleaning reduces dust deposit  
• Dirt separators minimize soiling of sensor 

 

MSS OptiCoin 10 – COIN DEPOSIT SYSTEM 
 

Because of their insensitivity against soiling and foreign objects the MSS products guarantee a maximum availability. The 
unique modularity of the Multi Cash products is even being enhanced by the MC OptiCoin 10 model. This machine offers 
even more options and targets to a broad field of applications. 
  

 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 With touch TFT 

Certified, currency-optimized dual coin sensor  
3 mm metal sheet coin chamber with 3-point locked door 
Moveable trolley with coin-bag holder 
Dirt separators 
Illuminated  4-line display  

Base equipment 

Thermal printer with graphics capability 

R
ec

om
m

en
de

d 
op

tio
ns

 

Programmable access control for 24h use x 
Blockage-Checker guarantees maximum operational dependability x 
Automatic bag-changer for 2 / 4 or 6 coin-bags with stop-function x 
CCD based diameter sensor (resolution 256 Pixel)  
Touch TFT + PC including MS Windows XP Professional   
Motorized card reader   
Online DTA charging (different sector solutions)    
External keyboard   
Compressor based sensor cleaner  
Article 6: Separation of fake coins in a special bin  
Escrow – Coin returning function  
Rearload function (coin bin access from rear side)  
CIT Box: Coin trolley with safety catch (for approx. 100kg coins)  
Coin bag with locking bracket  

Options  

Special colour (standard colour: RAL 7035 / RAL 7031)   
Dimensions Width: 485mm  Depth: 580mm  Height: 1000mm  Weight: 115 kg 


